NTX-DR6412-S00

Features:

CPU: Intel® Celeron® J6412 Processor
Single Channel DDR4 3200 MHz,
4x COM Ports

* 1x GPIO Port (8 Bits)

« 2x GbE Intel® LAN Ports
* 4x USB ports

* 1x4G/5G Optional

* DIN Rail Mount

0°C~+50°C -20°C~+70°C

CPU
Chipset

Memory

Ethernet
Wireless

Display support

Audio
Storage

Expansion Slots

Front I/O*

Rear l/O

Side /O

Power
OS (Optional)

Operating Environment

Vibration Test

Shock Test
Dimension

TITAN INDUSTRIAL ELECTRONICS INC.

Fanless Design

Primary Component |Description
Intel® Celeron® J6412 Processor 10nm, 4 cores, 4 threads, up to 2.60 GHz, TDP 10W
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* SoC

* 16GB** pre-installed

1x DDR4 SO-DIMM socket, support DDR4 3200 MHz memory modules
* Max. Capacity 32 GB, Single Channel memory modules

* 2x GbE LAN port (Intel® i210AT)

 Optional (Intel® 8265NGW 802.11ac/BT4.2 or Intel Wi-Fi 6 AX200, 802.11ax/BT5.2)

Integrated Graphics Process - Intel® UHD Graphics for 10" Gen Intel® Processors:
* 1x HDMI 2.0 ports, support maximum resolution of 4096 x 2160 @ 60Hz
* 1x VGA port, supporting a maximum resolution of 1920 x 1200 @ 60Hz

(2 independent display outputs)

Realtek® Audio Code

» 256GB SSD** pre-installed, 1x 2.5 HDD/SSD (SATA 6Gb/s)

- 1x M.2 2280 M-Key (SATA 6Gb/s)
- 1x M.2 2230 E-Key (Wi-Fi/BT)

* 1x M.2 3050/3042 M.2 B-Key with
SIM Slot — 4G/5G Support
* 1x Vertical USB 2.0

* 2x USB 3.2 Gen 2x1

« 2xUSB 2.0

* 1x HDMI

* 1XxVGA

* 2x COM Ports
(RS-232/422/485 & RI/5V/12V)

* 2x RJ45 LAN Ports

* 1x Power button with LED

* 1x Wi-Fi/HDD LED

* 1x Remote control connector

* 1x Headphone Jack

« 1x External Antenna Hole (Optional)

* 1x Din Rail Mounting Support

* 1x GPIO (8 bits)
¢ 2x COM Ports
(RS-232/422/485 & RI/5V/12V)

* 1x 3-pin Terminal Block
« 2x External Antenna Holes (Optional)

« DC 9~36V Full Range

* Windows 11 loT Enterprise LTSC Value

e Linux

Operating:

« Standard Temperature: 0°C to 50°C

» Extended Temperature: -20°C to 70°C**
* Humidity: 0-90% (non-condensing)

Non-operating:
» Temperature: -40°C to 85°C
* Humidity: 0%-95% (non-condensing)

Operating: IEC 60068-2-64, 3 Grms, random,
5~500 Hz, 1hr/ Per Axis, with M.2 2280 SSD

Non-operating: IEC 60068-2-6, 2 G, Sine,
10~500 Hz, 1 Oct/min, 1hr/Per Axis

Operating: [IEC 60068-2-27, 50 G, half sine, 11 ms duration, With SSD

160W x 118D x 62.6H (mm) / 6.30"W x 4.65"D x 2.46"H
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Rear I/O Ports on Board

Side I/0 Down Side

Headphonelack

Power buttonwith LED

2xUsB2.0
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Remote control

connector

2xUSB3.2Genl
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Front Side Side 10 Top Side

Din Rail 2 x COM Ports (RS-232/422 /485 & R1/5V/12V)

Antenna Ports

Dimensions

unit: mm
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NOTE : The wall mount brackets are
“ the optional parts, and will not be
shipped with system.
| Above dimension drawing including
© = © wall mount backets is for reference
= = only.
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Carefully insert the antennas into the connectors. Turn the antennas clockwise until they are completely

secure on the connectors.

©

Flip up the antenna heads so that they are

perpendicular to the machine.
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NOTE : The wall mount brackets are the optional parts, and will not be shipped with system.

(2]

Suggest screws as below for different type of surface.

Concrete wall Wooden wall Machine

I I '

Electric drill Wall anchors  Self-tapping screw Self-tapping screw Machine screw

$T3.2x 30mm ST3.2x25mm ST3.2x25mm M3 x 10mm pan head, with
Spring washer + flat washer
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